
New reeving design 1/2013 

Approx. Weight calcuated with P5 motor.

ø125
TS

Hoist type:

HOL Length H1 M1 M2 BF TS Approx. Weight

(m) code (mm) (mm) (mm) (mm) (mm) (kg)

4 E 588 678 339 148 300 1115

6 F 588 828 414 148 300 1165

8 G 788 1018 509 -42 500 1310

11 H 788 1268 634 -42 500 1385

15 J 788 1618 809 -42 500 1495

TS

SX5 062...N0

Load Class

(kg) Fem/ISO

  

12000 3m/M6

15000 2m/M5

Motor P5 P6 P7 A5 S5 S7

MOT (mm) 578 578 618 498 606 757

Weight (kg) 58 85 105 45 53 81
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TROLLEY; NORMAL HEADROOM

D007224-A

CURVED TRACK, 2x6 ROPE FALLS
 1 : 13 

Ref Drawing
QC-N-06

2013-02-07

SI-60Hz

NORMAL HEADROOM, CURVED TRACK, 6 PART DOUBLE
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FLANGE WIDTH B R min

90 - 109 2500

110 - 119 2000

120 - 350 1500
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Headroom - C dimension

Standard 1563 mm

with HS22 Hook operated limit switch 1613 mm


