DOUBLE GIRDER, MEDIUM, 4 PART SINGLE

New Reeving System 7/2010
Updated dimensions 11/2013
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HOL HOL* Length M1 M2 HA1 H2 Min R Max R Approx Weight
(ft) (ft) code | (inch) | (inch) | (inch) | (inch) (ft) (ft) (Ib)
24’-6" 14’-9" C 18.19 28.11 25.75 2.72 4'-71/8" 4-71/8" 2844
34’-5" 24°-7" D 2213 31.46 29.09 3.7 5-6 15/16" | 8-10 5/16" 2998
451" 36™-1" E 26.85 31.46 29.09 4.92 5-6 15/16" 10-2" 3109
59’-0" 49'-3" F 32.76 37.36 35 6.34 6'-6 3/4" 10-2" 3307
771" 67°-3" G 40.24 45.24 42.87 8.27 7-101/2" 10-2" 3572
100°-0" 90-3" H 50.08 57.83 55.47 10.75 10°-2" 12'-5 5/8" 3946
131°-2" 121°-5" J 63.86 61.38 59.02 1417 11°-1 7/8" 13-9 3/8" 4409
159°-1" 149-3" K 75.67 76.54 7417 17.09 13-9 3/8" 13-9 3/8" 4938
HOL* with optional drum brake ~Weight of drum brake is 176 Ib.
Motor P6 P7 P8 A7 S7 S8 SA
MOT (in) 211 22.7 28 211 28.1 30 31.6
Weight (Ib) 187 231 234 157 179 214 265 Load Class
(TON) ASME
Headroom - C dimension 121/2 H4+
Standard 35.25" 15 H4
with HS22 Hook operated limit switch 37.25" 20 H3

Standard rail gauges are 4’-7 1/8", 5-6 15/16", 6'-6 3/4", 7’-10 1/2", 8’-10 5/16", 10’-2", 11’-1 7/8", 12’-5 5/8" and 13’-9 3/8".
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Hoist weight calculated at Min R, with P6 motor, without drum brake. oate TROLLEY; DOUBLE GIRDER =&
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