
HOL HOL* Length R M1 M3 Approx Weight

(ft) (ft) code (inch) (inch) (inch) (lb)

24’-7" N.A. E 62.99 26.85 18.07 2866

34’-5" 24’-7" F 62.99 32.75 15.12 2866

45’-11" 36’-1" G 62.99 40.23 11.38 3086

62’-4" 52’-6" H 86.61 50.07 18.27 3527

83’-8" 73’-10" J 86.61 63.85 11.38 3748

103’-4" 93’-6" K 88.58 75.66 6.46 4189

126’-4" 116’-6" L 88.58 89.44 -0.39 4409

142’-8" 132’-11" M 110.24 99.29 5.47 4850

160’-10" 150’-11" N 110.24 111.10 -0.39 5291

HOL* with optional drum brake    Weight of drum brake is 176 lb.

SX6 042...F0

Load Class

(TON) ASME

12 H4+

15 H4

20 H3

UPDATED HEIGHT OF LIFT 2/2016

Hoist weight calculated with P6 motor weight and without drum brake.

Hoist type: US-60Hz

Motor P6 P7 P8 A7 S7 S8 SA

MOT (in) 21.1 22.7 28 21.1 28.1 30 31.6

Weight (lb) 187 231 234 157 179 214 265
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Headroom - C dimension

Standard 41"

with HS22 Hook operated limit switch 43"
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Extra enclosure location


