DOUBLE GIRDER, MEDIUM, 6 PART DOUBLE

New Reeving System 7/2010
Updated dimensions 11/2013
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SX7 062...D0
129 R 488 266
1 = = == A T —
- m TN
o B ; Sl Ve =
— —= ] ‘ ‘ )
SR - | N L)Y
sl RN | Al O O Bl
Lely | | p2la s —
2 54 - 89 M2 TS
- - 1
(@]
44 M1 MOT 262 687 653 262
218
B8l
q p
[l
4ill
E:
if iﬁ Headroom - C dimension
i ’]T Standard 1354 mm
1 M@ @@ I with HS22 Hook operated limit switch | 1404 mm
il ) ql ]
LJ LJ
Motor P6 P7 A7 S7 S8 SA
MOT (mm) 536 576 536 715 763 803
Weight (kg) 85 105 71 81 97 120
HOL HOL* Length M1 M2 Min R Max R Approx Weight
(m) (m) code (mm) (mm) (mm) (mm) (kg)
5 2.5 F 832 434 1700 2400 2530
6.5 4 G 1022 338 1700 2700 2690
9 6.5 H 1272 564 2000 3100 2830
12.5 10 J 1622 389 2400 3100 3070 Load al
15 125 K 1922 | 389 2700 3100 3310 oa ass
185 16 L 272 | 414 3100 3400 3580 (kg) |Fem/ISO
205 18 M 2522 | 439 3400 3800 3790 40000 | 3m/M6
23.5 21 N 2822 489 3800 4200 4040 50000 | 2m/M5
HOL* with optional drum brake Weight of drum brake is 80 kg. 60000 | 1Am/M4
Standard rail gauges are 1700, 2000, 2400, 2700, 3100, 3400, 3800, and 4200 mm.
M2 is listed at minR. errea ETPAL s g ‘ QEM-26
Hoist weight calculated at Min R, with P6 motor, without drum brake. S TROLLEY; DOUBLE GIRDER =1}
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