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TECHNICAL DATA SURFACE TREATMENT OF CRANE
SPECIFY NORTH LOAD /5000 kg BRIDGE COLOR : Safety Yelow
SPAN 1128 m PAINT - A12T pm
_|_ LIFTING HEIGHT 9m Crang tolerances
HOISTING SPEED 1611 mimin- 2-speed ace o drawing CSTO0A3
TRAVERSING SPEED 20 mimin- stepless Runway tolerances must comply with
TRAVELLING SPEED 32 miin- stepless standard 190124881 tolerance clss 2
11472 \WEIGHT OF TROLLEY 40kg
e soneR sy — MAX.STATIC WHEEL LOAD 31.2 kN WE|GH'|' OF BRlDGE 2170 kg CUSTOMER ORGAN|ZES SAFE
X _ MAINICONTROL VOLTAGE 1460 /115 V: 60 Hz PLATFORM FOR CRANE SERVICE
—
T = CRANE GROUP i
. < j HOIST GROUP ' FEMM5 Indoor Use crane &°...40° C
= CRANE DRIVE GROUP FEMMS Radio contrlled rane
N W ==l SUPPLY POWER 639 KW
j LENGTH OF RUNWAY 0m
ACCEPTEDBY:
21032010 QXSk5t x 11.3m Hol:9m
COMPANY: Regional Sales Office Canada
DATE: R&M
MATERIALS HAWDLING LM-RXCP5T37-0
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