Eye suspended - 1 Fall (perpendicular version)

MAX 1 Ton

Note: For hoisting speed 63 ft/min and higher, add 2\(\frac{1}{2}\) inches to dimension C and L.

<table>
<thead>
<tr>
<th>Chain Size</th>
<th>Max load Ton</th>
<th>Chain bag capacity ft</th>
<th>Dimensions in inches</th>
<th>Chain weight per foot lb/ft</th>
<th>Estimated Unit weight w/o chain lb</th>
</tr>
</thead>
<tbody>
<tr>
<td>7x20</td>
<td>1</td>
<td>32.8</td>
<td>L 13(\frac{11}{16})</td>
<td>R 13(\frac{15}{16})</td>
<td>B 5(\frac{1}{16}) C 8(\frac{1}{2})</td>
</tr>
<tr>
<td></td>
<td></td>
<td></td>
<td></td>
<td>0.75</td>
<td>LK 111.5 LK Inverter 122.6 GLS 120.4 DB 116.4</td>
</tr>
</tbody>
</table>

Dimension M in inches

GLS: Gear Limit Switch
DB: Double Brake

R&M reserves the right to alter or amend the above information without notice.

DISCLOSED WITHOUT PRIOR WRITTEN CONSENT OF THE COMPANY. ANY COPIES OF THIS DOCUMENT MADE BY ANY METHOD MUST ALSO INCLUDE A COPY OF THIS LEGEND.

53093407
D171473-A
11/03/2013